
National Institute of Ayurveda  
Deemed to be University (de-novo) 

(Ministry of AYUSH, Govt. of India)  

 
Short Inviting Quotation  

 
File No. F.7(24)/Estate/2025/16590        Date: 18-12-2025 

    
 

       National Institute of Ayurveda, Deemed to be University (De-Novo) Jaipur Invited Short Notice Inviting 

Quotation on behalf of Vice Chancellor, NIA, Jaipur Sealed Covered Envelope % Rate (Above or Below) Tender 

/Quotation from Empanelment firms in NIA for the following work :- 

 

Name of Work:   Construction of 01 Nos. Toilet for Central Lab at NIA, Jaipur. 
 

Date & Time Issuing Quotation:        Up to 18-12-2025, 03:00 PM  

Date & Time Receipt of Quotation:         Up to 23-12-2025, 03:00 PM 

Date & Time Opening Quotation:.        Up to 23-12-2025, 04:30 PM 
 

Sr. No. Description of Work Estimate Cost Time Allowed 
1. Construction of 01 Nos. Toilet for Central Lab at NIA, Jaipur 5,88,488/- 30 Days  

 

 Conditions :- 

 The Contractor Should be registered in State Govt./Central Govt./PSU etc. and must produce along with the 

application the attached copy of registration.  

 Work shall be carried out as per CPWD Specification.  

 All Materials and human recourses required shall be arranged by the firm  

 The rate quoted by agency shall be inclusive of all taxes, GST and nothing extra shall be paid on quoted rates on 

any account.  

 Work order may be terminated at any stage, if performance is not found satisfactory.  

 The time allowed is 30 days for complete from the date of issue work order  

 Tender/Quotation uploaded on institute website (www.nia.nic.in)  

 Payment should be made after bill produced by the agency.  

 The contractor shall submit the work bill along with the measurement. Thereafter, the measurement must be 

checked by the civil/electric engineering staff. Only then be payment of the bill to the contractor shall be made. 
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Page no. 2 

Schedule of Quantity 

Name of Work : Construction of 01 nos. toilet for central lab at NIA, Jaipur. 

 

S. No. Work Description  Qty Unit Rate Amt in Rs. 

1 Taking out existing CC interlocking paver blocks from 
footpath/ central verge, including removal of rubbish 
etc., disposal of unserviceable material to the dumping 
ground, for which payment shall be made separately and 
stacking of serviceable material within 50 metre lead as 
per direction of Engineer-in-Charge. 

14.60 sqm 131.75 1923.55 

2 Demolishing cement concrete manually/ by mechanical 
means including disposal of material within 50 metres 
lead as per direction of Engineer - in - charge. 

        

2.1 Nominal concrete 1:4:8 or leaner mix (including 
equivalent design mix) 

2.14 cum 1503.60 3217.70 

3 Earth work in excavation by mechanical means 
(Hydraulic excavator) / manual means in foundation 
trenches or drains (not exceeding 1.5 m in width or 10 
sqm on plan), including dressing of sides and ramming 
of bottoms, for all lift, including getting out the 
excavated soil and disposal of surplus excavated soil as 
directed, within a lead of 50 m. 

        

3.1 All kinds of soil. 4.28 cum 260.30 1114.08 
4 Providing and laying in position excluding cement 

concrete of level: specified grade the cost of centering 
and shuttering - All work up to plinth 

        

4.1 1:5:10 (1  cement : 5 manufactured  sand  derived from 
Recycled Concrete Aggregate (RCA) :  10 graded stone 
aggregate 40 mm nominal size Recycled Aggregate 
(RA) ) 

1.97 cum 4911.85 9676.34 

5 Brick work with common burnt clay F.P.S. (non 
modular) bricks of class designation 7.5 in foundation 
and plinth in: 

        

5.1 Cement mortar 1:6(1 cement :6 coarse sand) 6.90 cum 7132.25 49212.53 
6 Providing and  laying damp-proof course 50  mm thick 

with cement concrete 1:2:4 (1 cement :  2  coarse  sand 
(zone-Ill)  including manufactured sand derived from 
Recycled Concrete Aggregate (RCA) upto 25% : 4 
graded stone aggregate 20 mm nominal size (Recycled 
Concrete Aggregate (RCA) upto 25%)) 

1.50 sqm 484.60 726.90 

7 Brick work with common burnt clay F.P.S. (non 
modular) bricks of class designation 7.5 in 
superstructure above plinth level up to floor V level in 
all shapes and sizes in : 

        

7.1 Cement mortar 1:6(1 cement : 6 coarse sand) 9.00 cum 9105.95 81953.55 
8 Reinforced cement concrete work in beams, suspended 

floors,  roofs having slope up to  15 degree landings,  
balconies,  shelves,  chajjas,  lintels, bands, plain 
window sills, staircases and spiral staircases above 
plinth level up to floor five level excluding the cost of 
centering, shuttering, finishing and reinforcement, with 
1:1.5:3 (1  cement : 1.5 coarse sand incuding 
manufactured sand derived from Recycled Concrete 
Aggregate (RCA) upto 20%: 3 graded stone aggregate 
20 mm nominal size including Recycled Concrete 
Aggregate (RCA) upto 20%) 

2.65 cum 11334.70 30036.96 

  



9 Steel reinforcement for R.C.C. work ready to use "cut 
and bend" rebars of approved make from 
factory/workshop to construction site including placing 
in position and binding all complete above plinth level. 

        

9.1 Thermo-Mechanically Treated bars of grade Fe-500D or 
more. 

350.00 kg 99.65 34877.50 

10 Centering and shuttering including strutting, propping 
etc. and removal of form for 

        

10.1 Suspended floors,  roofs,  landings,  balconies and 
access platform 

14.40 sqm 927.25 13352.40 

10.2 Lintels,  beams,  plinth  beams,  girders,  bressumers  
and cantilevers 

3.30 sqm 736.40 2430.12 

11 Laying old cement cocrete interlocking paver blocks of 
any design/ shape laid in required line, level, curvature, 
colour and pattern over and including 50 mm thick 
compacted bed of coarse sand, filling the joints with fine 
sand etc. all complete as per the direction of Engineer-
in-charge. (Old CC paver blocks shall be supplied by the 
department free of cost). 

8.00 sqm 402.95 3223.60 

12 Demolishing  brick  work  manually/  by  mechanical  
means  including stacking of serviceable material and 
disposal of unserviceable material within 50 metres lead 
as per direction of Engineer-in-charge. 

        

12.1 In cement mortar 0.50 cum 2060.20 1030.10 
13 Supplying and filling in plinth with sand under floors, 

including watering, ramming, consolidating and 
dressing complete. 

4.00 cum 2123.75 8495.00 

14 Providing and fixing 1st quality ceramic glazed floor 
tiles conforming to IS : 15622 (thickness to be specified 
by the manufacturer) of approved make in all colours, 
shades except burgundy, bottle green, black of any size 
as approved by Engineer-in-Charge in skirting, risers of 
steps and dados over 12 mm thick bed of cement Mortar 
1:3 (1 cement: 3 coarse sand) and jointing with grey 
cement slurry @ 3.3kg per sqm including pointing in 
white cement mixed with pigment of matching shade 
complete. 

55.00 sqm 1112.70 61198.50 

15 Providing and  laying  Ceramic glazed floor tiles of size 
300x300 mm (thickness to be specified by the 
manufacturer), of 1st quality conforming to IS : 15622, 
of approved make, in all colours, shades, except White, 
Ivory, Grey, Fume Red Brown, laid on 20 mm thick bed 
of cement mortar 1:4 (1 Cement : 4 Coarse sand), 
jointing with grey cement slurry @ 3.3 kg/ sq.m 
including pointing the joints with white cement and 
matching pigments etc., complete. 

10.00 sqm 1315.30 13153.00 

16 Providing and fixing  S.S. Tower  bolts with nuts and 
screws etc. complete  

        

16.1 200x10 mm 4.00 each 150.00 600.00 
17 Providing and fixing  S.S. Handles with nuts and screws 

etc. complete  
        

17.1 125 mm 4.00 each 90.00 360.00 
18 Providing and fixing  S.S. sliding door bolts with nuts 

and screws etc. complete  
        

18.1 300x16 mm 2.00 each 98.35 196.70 
19 Providing and fixing factory made single extruded WPC 

(Wood Polymer Composite)  solid  
door/window/Clerestory  windows  &  other  Frames/ 
Chowkhat comprising of virgin PVC polymer of K 
value 58-60 (Suspension Grade), calcium carbonate and 
natural fibers (wood powder/ rice husk/ wheat husk) and 
non toxic additives (maximum toxicity index of 12 for 
100 gms)  fabricated with miter joints after applying 
PVC solvent cement and screwed with full body 
threaded star headed SS screws having minimum frame 

        



density of 750 kg/cum, screw withdrawal strength of 
2200 N (Face) & 1100 N (Edge), minimum compressive 
strength of 58 N/mm2, modulus of elasticity 900 
N/mm2 and resistance to spread of flame of Class A 
category  with  property  of  being  termite/borer  proof,  
water/moisture proof and fire retardant and fixed in 
position with M.S hold fast/lugs/SS dash fasteners of 
required dia and length  complete as per direction of 
Engineer-In- Charge. (M.S hold fast/lugs or SS dash 
fasteners shall be paid for separately). Note: For WPC 
solid door/window frames, minus 5 mm tolerance in 
dimensions i.e  depth and width of profile shall be 
acceptable. Variation in profile dimensions on plus side 
shall be acceptable but no extra payment on this account 
shall be made. 

19.1 Frame size 45 x 85 mm 10.50 metre 926.35 9726.68 
20 Providing and fixing factory made single extruded WPC 

(Wood Polymer Composite) solid plain flush door 
shutter of required size comprising of virgin polymer of 
K value 58-60 (Suspension Grade), calcium carbonate 
and  natural fibers (wood powder/ rice husk/wheat husk) 
and non toxic additives (maximum toxicity index of 12 
for 100 gms) having minimum density of 650 kg/cum 
and screw withdrawal strength of 1800 N (Face) & 900 
N (Edge), minimum  compressive strength 50 N/mm2, 
modulus of elasticity 850 N/mm2 and resistance to 
spread of  flame of Class A category with property of 
being termite/borer proof, water/moisture proof and fire 
retardant and fixing with stainless steel butt hinges of 
required size with necessary full body threaded star 
headed counter sunk S.S screws, all as per direction of 
Engineer-In- Charge.  (Note: stainless steel butt hinges 
and necessary S.S screws shall be paid separately) 

        

20.1 30 mm thick 4.40 sqm 4346.70 19125.48 
21 Disposal of building rubbish / malba / similar 

unserviceable, dismantled or waste materials by 
mechanical means, including loading, transporting, 
unloading to approved municipal dumping ground or as 
approved by Engineer-in-charge, beyond 50 m initial 
lead, for all leads including all lifts involved. 

8.00 cum 263.95 2111.60 

22 12 mm cement plaster of mix:         
22.1 1:6(1 cement: 6 fine sand) 20.00 sqm 333.35 6667.00 
23 15 mm cement plaster of mix:         

23.1 1:6(1 cement: 6 fine sand) 46.00 sqm 347.05 15964.30 
24 Providing and applying white cement based putty of 

average thickness 1 mm, of approved brand and 
manufacturer, over the plastered wall surface to prepare 
the surface even and smooth complete. 

55.00 sqm 156.05 8582.75 

25 Finishing walls with Premium Acrylic Smooth exterior 
paint with Silicone additives of required shade: 

        

25.1 New work (Two or more coats applied @ 1.43 Itr/10 
sqm over and including priming coat of exterior primer 
applied @ 0.90 litre/10 sqm) 

55.00 sqm 171.10 9410.50 

26 Providing and fixing white vitreous china pedestal type 
water closet bowl with cistern for coupled Water closet 
with soft close seat cover, hinges, dual flush cistern 
fitting (CNS-WHT-757NS300SPPZ) Jaguar or 
Equivalent fixing accessories set complete, size 
410x695x785 mm, s trap-300mm  

1.00 each 18374.19 18374.19 

27 Providing and fixing 8 mm dia C.P. / S.S. Jet with 
flexible tube upto 1 metre long with S.S. triangular plate 
to Eureopean type W.C. of quality and make as 
approved by Engineer - in - charge. 

1.00 each 349.15 349.15 

  



28 Providing  and  fixing 18  mm  thick  gang  saw  cut,  
mirror  polished, premoulded and prepolished, machine 
cut for kitchen platforms, vanity counters,  window sills,  
facias and  similar locations of required size, approved 
shade, colour and texture laid over 20 mm thick base 
cement mortar 1:4 (1 cement : 4 coarse sand), joints 
treated with white cement, mixed with matching 
pigment, epoxy touch ups, including rubbing, curing, 
moulding and polishing of edges to give high gloss 
finish etc. complete at all levels. 

        

28.1 Granite stone slab of colour black, Cherry/Ruby red         
28.1.1 Area of slab upto 0.50 sqnn 6.70 sqm 5413.50 36270.45 

29 Providing edge moulding to 18 mm thick granite stone 
counters, Vanities etc., including machine polishing to 
edge to give high gloss finish etc. complete as per 
design approved by Engineer-in-Charge. 

        

29.1 Granite work 4.60 metre 510.95 2350.37 
30 Extra for providing opening of required size & shape for 

wash basin/ kitchen sink in kitchen platform, vanity 
counter and similar location in marble/ Granite/ stone 
work, including necessary holes for pillar taps etc. 
including moulding, rubbing and polishing of cut edges 
etc. complete. 

2.00 each 978.70 1957.40 

31 Providing and fixing CP Brass 32 mm size Bottle Trap 
of approved quality & make and as per the direction of 
Engineer-in-charge. 

1.00 each 1034.80 1034.80 

32 Providing and fixing P.V.C. waste pipe for sink or wash 
basin including P.V.C. waste fittings complete. 

        

32.1 Flexible pipe         
32.1.1 32 mm dia 1.00 each 119.55 119.55 

33 Providing and fixing C.P. brass angle valve for basin 
mixer and geyser points of approved quality conforming 
to IS:8931 

        

33.1 15 mm nominal bore 6.00 each 574.30 3445.80 
34 Providing and fixing C.P. brass long body bib cock of 

approved quality conforming to IS standards and 
weighing not less than 690 gms. 

        

34.1 15 mm nominal bore 2.00 each 798.95 1597.90 
35 Providing & Fixing of 35mm waste coupling 2.00 each 646.00 1292.00 
36 Providing and fixing wash basin of Jaguar FNS-WHT-

40931 table top or equivalent including making all 
connections but excluding the cost of fittings : 

        

36.1  wash basin of size 500x415x200 mm 1.00 each 7701.72 7701.72 
37 Providing and fixing cup board shutters 25 mm thick, 

with Pre-laminated flat pressed three layer particle board 
or graded wood particle board IS:  12823 marked, 
exterior grade (Grade I Type II),  having one side 
decorative lamination and other side balancing 
lamination, including I Ind class teak wood lipping of 25 
mm wide x12 mm thick with necessary screws and 
bright finished stainless steel piano hinges, complete as 
per direction of the Engineer-in-Charge 

2.25 sqm 2307.35 5191.54 

38 Providing  and fixing  bright /matt finished  Stainless 
Steel  handles of approved quality & make with 
necessary screws etc all complete. 

        

38.1 100mm 4.00 each 90.45 361.80 
39 Providing and fixing T-iron frames for doors, windows 

and ventilators of mild  steel Tee-sections, joints  mitred  
and  welded,  including  fixing of necessary butt hinges 
and screws and applying a priming coat of approved 
steel primer. 

        

39.1 Fixing with carbon steel galvanised dash fastener of 
required dia and size (to be paid for separately) 

55.00 kg 136.00 7480.00 

  



40 Providing and fixing Stainless Steel A ISI 304 (18/8) 
kitchen sink as per IS:13983 with C.I. brackets and 
stainless steel plug 40 mm, including painting of fittings 
and brackets, cutting and making good the walls 
wherever required : 

        

40.1 Kitchen sink without drain board         
40.1.1 610x460 mm bowl depth 200 mm 1.00 each 3873.80 3873.80 

41 Providing and fixing aluminium work for doors, 
windows, ventilators and partitions with extruded built 
up standard tubular sections/ appropriate Z sections and 
other sections of approved make conforming to IS: 733 
and IS: 1285, fixing with dash fasteners of required dia 
and size, including necessary filling up the gaps at 
junctions, i.e. at top, bottom and sides with required 
EPDM rubber/ neoprene gasket etc. Aluminium sections 
shall be smooth, rust free, straight, mitred and jointed 
mechanically wherever required including cleat angle, 
Aluminium snap beading for glazing / panelling, C.P. 
brass / stainless steel screws, all complete as per 
architectural drawings and the directions of Engineer-in-
charge. (Glazing, paneling and dash fasteners  to be paid 
for separately) : 

        

41.1 For  shutters  of  doors,  windows  &  ventilators  
including providing and fixing hinges/ pivots and 
making provision for fixing of fittings wherever 
required including the cost of EPDM rubber / neoprene 
gasket required (Fittings shall be paid for separately) 

        

41.1.1 Powder     coated     aluminium     (minimum thickness 
of powder coating 50 micron) 

20.00 kg 634.45 12689.00 

42 Filling the gap in between aluminium frame & adjacent 
RCC/ Brick/ Stone work by providing weather silicon 
sealant over backer rod of approved quality as per 
architectural drawings and direction of Engineer-in-
charge complete. 

        

42.1 Upto 5 mm depth and 5 mm width 2.00 metre 96.75 193.50 
43 Providing and fixing glazing in aluminium door, 

window, ventilator shutters and partitions etc. with 
EPDM rubber / neoprene gasket etc. complete as per the 
architectural drawings and the directions of engineer-in-
charge . (Cost of aluminium snap beading shall be paid 
in basic item): 

        

43.1 With float glass panes of 5 mm thickness (weight not 
less than 12.50 kg/sqm) 

1.00 sqm 1505.25 1505.25 

44 Marble work gang saw cut (polished and machine cut) 
of thickness 18 mm for wall lining (veneer work), 
backing filled with a grout of average 12 mm thick in 
cement mortar 1:3(1 cement: 3 coarse sand), including 
pointing with white cement mortar 1:2 (1 white cement : 
2 marble dust) with an admixture of pigment to match 
the marble shade (To be secured to the backing by 
means of cramps, which shall be paid for separately). 

        

44.1 Raj Nagar Plain white marble/ Udaipur green marble/ 
Zebra black marble. 

        

44.1.1 Area of slab upto 0.50 sqm 1.50 sqm 5742.55 8613.83 
45 Kota stone slab flooring over 20 mm (average) thick 

base laid over and jointed with grey cement slurry 
mixed with pigment to match the shade of the slab, 
including rubbing and polishing complete with base of 
cement mortar 1 : 4 (1 cement : 4 coarse sand) : 

        

45.1 25 mm thick 1.70 sqm 1948.25 3312.03 
46 Providing and fixing toilet paper holder :         

46.1 C.P. brass 1.00 each 803.70 803.70 

  



47 Providing and fixing CP liquid soap container 109 mm 
wide, 125 mm high and 112 mm distance from wall of 
standard shape with bracket of the same materials with 
snap fittings of approved quality and colour, weighing 
not less than 105 gms. 

1.00 each 568.00 568.00 

48 Providing and fixing 600x450 mm beveled edge mirror 
of superior glass (of approved quality) complete with 6 
mm thick hard board ground fixed to wooden cleats with 
C.P. brass screws and washers complete. 

1.00 each 1607.95 1607.95 

49 Excavating trenches by mechinical / manual means of 
required width for pipes, cables, etc including 
excavation for sockets, and dressing of sides, ramming 
of bottoms, for all depth, including getting out the 
excavated soil, and then returning the soil as required, in 
layers not exceeding 20 cm in depth, including 
consolidating each deposited layer by ramming, 
watering, etc. and disposing of surplus excavated soil as 
directed, within a lead of 50 m: 

        

49.1 All kinds of soil         
49.1.1 Pipes, cables etc. exceeding 80 mm dia. but not 

exceeding 300 mm dia 
10.00 metre 352.15 3521.50 

50 Providing and fixing on wall face unplasticised  Rigid  
PVC rain water pipes conforming to IS : 13592 Type A, 
including jointing with seal ring conforming to IS : 
5382, leaving 10 mm gap for thermal expansion, (i) 
Single socketed pipes. 

        

50.1 110 mm diameter 3.50 metre 377.40 1320.90 
51 Providing and fixing unplasticised -PVC pipe clips of 

approved design to unplasticised - PVC rain water pipes 
by means of 50x50x50 mm hard wood plugs, screwed 
with M.S. screws of required length, including cutting 
brick work and fixing in cement mortar 1:4 (1 cement : 
4 coarse sand) and making good the wall etc. complete. 

        

51.1 110 mm 3.00 each 371.30 1113.90 
52 Providing  and  fixing  Chlorinated  Polyvinyl  Chloride  

(CPVC)  pipes, having thermal stability for hot & cold 
water supply, including all CPVC plain & brass 
threaded fittings and fixing the pipe with clamps at 1.00 
m spacing. This includes jointing of pipes & fittings 
with one step CPVC solvent cement and the cost of 
cutting chases and making good the same including 
testing of joints complete as per direction of Engineer in 
Charge. Concealed work, including cutting chases and 
making good the walls etc. 

        

52.1 15 mm nominal dia Pipes 6.00 metre 497.80 2986.80 
52.2 20 mm nominal dia Pipes 10.00 metre 537.60 5376.00 
52.3 25 mm nominal dia Pipes 7.00 metre 627.25 4390.75 
53 Providing and fixing square-mouth S.W. gully trap class 

SP-1 complete with C.I. grating brick masonry chamber 
with water tight C.I. cover with frame of 300 x 300 mm 
size (inside) the weight of cover to be not less than 4.50 
kg and frame to be not less than 2.70 kg as per standard 
design: 

        

53.1 100x100 mm size P type         
53.1.1 With common burnt clay F.P.S. (non modular) bricks of 

class designation 7.5 
2.00 each 2707.65 5415.30 

54 Providing and fixing UPVC floor trap of self cleaning 
design with stainless steel grating complete in all 
respects. 

        

54.1 plain floor trap (4" Ht) with 50/75 outlet and with height 
raiser. 

1.00 each 536.00 536.00 

55 Extra for fixing marble /granite stone, over and above 
corresponding basic item, in facia and drops of width 
upto 150 mm with epoxy resin based adhesive, 
including cleaning etc. complete. 

2 metre 568.55 1137.10 



56 Grading roof for water proofing treatment with         
56.1 Cement concrete 1:2:4 (1 cement : 2 coarse sand : 4 

graded stone aggregate 20 mm nominal size) 
1.00 cum 8042.30 8042.30 

57 Dismantling aluminium/ Gypsum partitions, doors, 
windows, fixed glazing and false ceiling including 
disposal of unserviceable material and stacking of 
serviceable material with in 50 meters lead as directed 
by Engineer- in-charge. 

9 sqm 56.35 507.15 

 

58 Providing, laying and jointing glazed stoneware pipes 
class SP-1 with stiff mixture of cement mortar in the 
proportion of 1:1 (1 cement : 1 fine sand) including 
testing of joints etc. complete : 

        

58.1 150 mm diameter 5 metre 695.8 3479.00 
59 Providing and fixing S.S. grating of approved quality as 

per directions of Engineer-in-Charge. 
(A)Circular type 
(i)100 mm nominal dia 

1 Each 84.15 84.15 

60 Providing & Fixing single hole basin mixer of Code 
FUS- CHR-2902313 jaguar or Equivalent and as per 
direction of Estate in-charge. 

2 Each 6255.22 12510.44 

61 Providing and fixing uplasticised PVC connection pipe 
with brass unions : 

        

61.1 45 cm length         
61.1.1 15 mm nominal bore 6 each 97.75 586.50 

62 Mirror polishing on marble work/Granite work/stone 
work where ever required to give high gloss finish 
complete. 

70 sqm 406.00 28420.00 

 Total Rs.  588488.00 
 

Note: The Contractor has to quote his rates in % above or below on estimated cost i.e. on Rs.5,88,488.00 

 

Sd/- 

Joint Director (Admn) 


