
National Institute of Ayurveda  
Deemed to be University (de-novo) 

(Ministry of AYUSH, Govt. of India)  

 
Short Inviting Quotation  

 
File No. F.7(20)Estate/2025/ 15465       Date: 28-11-2025 

    
 

       Joint Director (Administration) Jaipur Invited Short Notice Inviting Quotation on behalf of Vice Chancellor, 

NIA, Jaipur Sealed Covered Envelope % Rate (Above or Below) Quotation from Empanelment firms in NIA for 

the following work :- 

 

Name of Work: Electrical Work in Room no. 117, 123 Marm Chiktsha Dept. & New Medicine Store Room  
Near UG Tank  at NIA, Jaipur. 

 

Date & Time Issuing Quotation:        Up to 01-12-2025, 03:00 PM  

Date & Time Receipt of Quotation:        Up to 08-12-2025, 03:00 PM 

Date & Time Opening Quotation:.       Up to 08-12-2025, 04:30 PM 
 

Sr. No. Description of Work Estimate Cost Time Allowed 
1. Electrical Work in Room no. 117, 123 Marm Chiktsha Dept. & 

New Medicine Store Room  Near UG Tank  at NIA, Jaipur. 
4,50,802/- 15 Days  

 

 Conditions :- 

 Work shall be carried out as per CPWD Specification.  

 All Materials and human recourses required shall be arranged by the firm  

 The rate quoted by agency shall be inclusive of all taxes, GST and nothing extra shall be paid on quoted rates on 

any account.  

 Work order may be terminated at any stage, if performance is not found satisfactory.  

 The time allowed is 15 days for complete from the date of issue work order  

 Tender/Quotation uploaded on institute website (www.nia.nic.in)  

 Payment should be made after bill produced by the agency.  
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Schedule of Quantity  

Name of Work : Electrical Work in Room no. 117, 123 Marm Chiktsha Dept. & New Medicine Store Room  

Near UG Tank  at NIA, Jaipur 
 

S. No. Work Description  Qty Unit Rate Amt in Rs. 

  ELECTRICAL WORK          
  Sub Head : I (Wiring)           
1 wiring for light point/ fan point/ exhaust fan point/ call bell point 

with 1.5 sq.mm FRLS PVC insulated copper conductor single 
core cable and 1.5 sq.mm FRLS PVC insulated copper conductor 
single core cable in surface/ recessed medium class /PVC conduit 
with modular switch, modular plate, suitable G.I. Box and 
earthing the point with 1.5 Sq mm FRLS PVC insulated copper 
conducter single core cable etc as required. Group C                      

42 Point 1704.00 71568.00 

2 Supplying and drawing following sizes of FRLS PVC insulated 
copper conductor, single core cable in the existing surface/ 
recessed steel/ PVC conduit as required. 

        

2.1  3x1.5 sqmm 100 Metre 104.00 10400.00 
2.2 3 x 2.5 sq. mm  50 Metre 148.00 7400.00 
2.3  3x4 sqmm 300 Metre 222.00 66600.00 
3 Wiring for circuit/ submain wiring along with earth wire with the 

following sizes of FRLS/HFFR PVC insulated copper conductor, 
single core cable in surface/ recessed medium class PVC conduit 
as required.  

        

3.1 4 X 10 sq. mm + 2 X 6 sq. mm earth wire 80 Metre 1078.00 86240.00 
4 Supplying, drawing, Installation, Testing and commissioning of 

CAT6 UTP LSZH 23AWG Twisted Pair  Cable in existing 
conduit/ on surface, Category 6 Unshielded Twisted Pair, 4 pair 
should be complied as per UL/ETL verification program for 
compliance with ANSI/TIA-568.2-D standard. Outer diameter 
should be in the range of 6.1mm nominal with Operating 
Temperature Range : -5° to +60°C, Bending Radius : < 4 X Cable 
Diameter at –5°C ± 1°C and Pulling Force  : 11.5Kg etc. 
complete as required.  

        

4.1 1 Run of cable 50 Metre 60.00 3000.00 
5 Supplying and fixing of following sizes of medium class PVC 

cashing along with accessories in surface/recess including cutting 
the wall and making good the same in case of recessed conduit as 
required.  

        

5.1 a) 25mm 400 Metre 155.66 62264.00 
6 Supplying and fixing suitable size GI box with modular plate and 

cover in front on surface or in recess, including providing and 
fixing 3 pin 5/6 amps modular socket outlet and 5/6 amps 
modular switch, connection etc. as required. (For light plugs to be 
used in non residential buildings). 

12 Each 545.00 6540.00 

7 Supplying and fixing suitable size GI box with modular plate and 
cover in front on surface or in recess, including providing and 
fixing 6 pin 5/6 & 15/16 amps modular socket outlet and 15/16 
amps modular switch, connection etc. as required. 

28 Each 659.00 18452.00 

8 Supplying and fixing suitable size GI box with modular plate and 
cover in front on surface or in recess, including providng and 
fixing 2 Nos. 3 pin 5/6 A modular socket outlet and 2 Nos. 5/6 A 
modular switch, connections etc. as required. (For light plugs to 
be used in non residential buildings). 

1 Each 757.00 757.00 

9 Supplying & fixing suitable size GI box wih modular plate and 
cover in front on surface or in recess including providing and 
fixing 25 A modular socket outlet and 25 A modular SP MCB, 
“C” curve including connections, painting etc. as required. 

8 Each 208.22 1665.76 

10 Supplying & fixing 2 module stepped type electronic fan 
regulator on the existing modular plate switch box including 
connection but excluding modular plate etc as required.  

9 Each 402.00 3618.00 

11 Supplying & Fixing modular blanking plate on the existing 
modular plate & switch box  excluding modular plate etc as 
required  

15 Each 47.00 705.00 

12 Supplying and fixing following size/ modules, GI box along with 
modular base & cover plate for modular switches in recess etc.  as 
required. 

        

12.1 a) 1 or 2 Module (75mm x 75mm ) 9 Each 354.00 3186.00 



13 Supplying & fixing 3 pin, 5 amp. Ceiling rose on the existing 
junction box wooden block including connections etc as required.  

5 Each 104.00 520.00 

14 Supplying and fixing following way, horizontal type three pole 
and neutral, sheet steel, MCB distribution board, 415 V, on 
surface/recess, complete with tinned copper bus bar, neutral bus 
bar, earth bar, din bar, interconnections, powder painted including 
earthing etc. as required. (But without MCB/RCCB/Isolator) 

        

14.1 4 way (4 + 12), Double door  2 Each 4377.00 8754.00 
15 Supplying and fixing following way, single pole and neutral, 

sheet steel, MCB distribution board, 240 V, on surface/ recess, 
complete with tinned copper bus  
bar, neutral bus bar, earth bar, din bar, interconnections, powder 
painted including earthing etc. as required. (But without 
MCB/RCCB/Isolator) 

        

15.1 6 way , Double door 1 Each 2390.00 2390.00 
16 Supplying and fixing 5 A to 32 A rating, 240/415 V, 10 kA, "C" 

curve,miniature circuit breaker suitable for inductive load of 
following poles in the existing MCB DB complete with 
connections, testing and 
commissioning etc. as required. 

        

16.1  Single pole  24 Each 285.00 6840.00 
17 Supplying and fixing following rating, four pole, 415 V, isolator 

in the existing MCB DB complete with connections, testing and 
commissioning etc. as required. 

        

17.1  63 A 2 Each 1115.00 2230.00 
18 Supplying and fixing Cable End Box (Loose wire box)(IP 43) 

suitable for following triple pole and neutral, sheet steel, MCB 
distribution board, 415 V, on surface/ recess, complete with 
testing and commissioning etc. as required. 

        

18.1 For 4 way, Double door TPN MCBDB 2 Each 1177.00 2354.00 
  Sub Head II (Fittings)         

19  Supplying,  installation,  Testing & Commissioning of   LED  
Recessed /  surface  Down lighter (Round  /  square/  Rectangular) 
COB Type  of  following body material and construction as per IS 
: 10322  with  driver as per  the requirement   with Driver 
efficiency >85%,  Operating voltage AC 140 270  Volt,  freq  
50/60 hz,  Operating temp range  -15  deg  to  40  deg   
centigrade,  internal  surge  protection  of  2.5  KV  with  Short  &  
Open circuit protection ,THD < 10% , P. F.≥0.95,  IP20, CRI >80 
, UGR (Unified Glare Rating) < 19, Flicker free (flicker  should 
be below 5 %), life time (LED,Driver & electrical circuitry), life 
time of minimum  50000 Burning Hours  with  ,  70%  of  initial   
Lumen  maintained   till  life   ends , CCT  3000°K  /  4000°K   /  
5700°K /6000°K/6500°K  (As  per  ANSI  Bin), SDCM(Standard 
Deviation Color Matching) <3,   Maximum  power  consumption  
should  not  more  than the specified rating and Fixture shall be of  
relevant BIS standard and  trade mark certificate ( T.C.). 
Manufactures Word Mark/ Name Engraved/ Embossing/ Screen 
printing on  housing.  OEM  must  have  its  own  in  house  
NABL  lab  setup  for  all  testing  facilities  for  LED fixtures. 
"complete  in  all  respect  i/c  connections  with  1.5  sq  mm  
FRLS,  PVC  insulated  copper conductor single core cable and 
earthing etc. as required with Minimum 5 year OEM warranty.  
System lumen efficacy  ≥120  <135 lm/Watt output . LM79 & 
LM80 Test report  from  NABL  lab   for  all  testing required  for  
LED fixtures as per BIS  shall be submitted. Shape size and CCT 
shall be as approved by Engineer-in-Charge as per requirement. 
(Thermal  management:  heat  sink  of  aluminum  housing such 
that LED junction temperature shall not rise above 90°C). 
Powder  coated  die  cast  /Extruded aluminium Body 
including trim  with Aluminium Reflector 

        

19.1 12 -15 watt 2 Each 715.00 1430.00 
20  Supplying, installation, Testing & Commissioning of Panel light 

2x2 ft.,  of  following body material and construction as per IS : 
10322 with driver as per  the requirement  with Driver efficiency 
>85%, Operating voltage AC  140 270 Volt,  freq  50/60  hz,  
Operating  temp  range  -15  deg  to  40  deg   centigrade,  internal  
surge protection of 2.5 KV with Short & Open circuit  protection 
,THD < 10% , P. F.≥0.95,  IP20, CRI >80, UGR (Unified Glare  
Rating) < 19, Flicker free,  (flicker  should be below 5 %), life 
time  (LED,Driver & electrical circuitry),   of minimum  50000 
Burning Hours with  70% of initial   Lumen  maintained   till  life   
nds,CCT   3000°K   /  4000°K     /  5700°K   /6000°K/6500°K  

        



(As   per  ANSI   Bin), SDCM(Standard  Deviation Color 
Matching) <3,  Maximum  power consumption should not  more 
than the specified rating and Fixture shall be of  relevant BIS 
standard  and  trade mark certificate ( T.C.). Manufactures Word 
Mark/ Name  Engraved/ Embossing/ Screen printing on housing. 
complete  in  all  respect   i/c  connections  with  1.5  sq  mm  
FRLS,  PVC  insulated  copper conductor  single core cable and 
earthing etc. as required with Minimum 5 year OEM  warranty.  
System lumen efficacy ≥120  <135 lm/Watt output . LM79 & 
LM80  Test report  from  NABL  lab   for  all  testing  required  
for  LED fixtures as  per BIS  shall be submitted. Shape size and 
CCT shall be as approved by  Engineer-in-Charge as per 
requirement. (Thermal  management:  heat  sink   of  aluminium  
housing such that LED junction temperature shall not rise  
above 90°C). Powder   coated   die   cast  / Extruded  
aluminium   Body   (Thickness ≥ 1.20 mm) 

20.1  36 watt 20 Each 2508.00 50160.00 
21  Supplying, installation, Testing & Commissioning of LED 

surface mounted Batten light of following body material and 
construction as per IS : 10322 with  
driver (Replaceable) as per the requirement    with Driver 
efficiency >85%, Operating voltage AC  140270 Volt,  frequency 
50/60 hz, Operating temp range -5 0C to 40 0C, internal surge 
protection of 2.5 KV with Short & Open circuit protection ,THD 
< 10% , P. F.≥0.95, IP20,  CRI  >80, Flicker free (flicker should 
be below 5 %), life time (LED,Driver & electrical circuitry),   of  
minimum   50000  Burning  Hours  with  70%  of  initial   Lumen  
maintained   till  life  ends, CCT  3000°K  / 4000°K   / 5700°K  
/6500°K  (As  per  ANSI  Bin),  SDCM(Standard Deviation 
Colour Matching) <3,  Maximum power consumption should not 
more than the specified rating and  
Fixture shall be of relevant BIS  standard. Manufactures Word 
Mark/ Name Engraved/Embossing/ Screen printing on housing. 
complete in  all  respect  i/c external  connections  with  1.5 
sq.mm  FRLS/HFFR,  PVC  insulated  copper  
conductor single core cable and earthing etc. as required with 
Minimum 5 year OEM warranty. System lumen efficacy  ≥120 
<135  lm/Watt output . LM79 & LM80 Test report   and  all  
testing  required  for  LED fixtures as per BIS  shall be submitted.  
Shape size and CCT shall be as approved by Engineer-in-Charge 
as per requirement. (Thermal management:  heat  sink  of  
aluminium  housing such that LED junction temperature shall not 
rise above 90°C).Powder  coated  die  cast  /Extruded aluminium 
Body (Thickness > 1.20 mm) 

        

21.1 40 watt  10 Each 779.00 7790.00 
22 Brush Less Direct Current (BLDC) Motor                                                                                       

Supply, Installation, Testing and Commissioning of  ceiling fan 
with Brush Less  Direct  Current  (BLDC)  Motor,  class  of  
insulation: B,  3  nos.  metal  ( Aluminum alloy) blades, 30 cm 
long down rod, 2 nos. canopies, shackle kit, safety rope, copper 
winding, steel/Al body Power Factor not less than 0.9, Service 
Value (CM/M/W) minimum as below, 350 RPM (tolerance as per 
IS : 374-2019), THD (Total Harmonic Distortion) less than 10%,  
suitable for operation with  regulator for speed control and all 
remaining accessories including safety pin, nut bolts, washers, 
temperature rise=75 degree C (max.), insulation resistance more 
than 2 mega ohm, suitable for 230 V, 50 Hz, single phase AC 
Ceiling Fan compliant to IS 374:2019  fan Supply, earthing etc. 
complete as req 

        

22.1 1200mm,  service value  ≥ 6.0 CM/Min/Watt, air delivery 210 
CM/Min  
(Minimum) 

9 Each 2882.00 25938.00 

 (A) Total  450801.76 

 Say 450802.00 

 

Note: The Contractor has to quote his rates in % above or below on estimated cost i.e. on Rs. 4,50,802/- 

 

Sd/- 

Joint Director (Admn.) 


