
National Institute of Ayurveda  
Deemed to be University (de-novo) 

(Ministry of AYUSH, Govt. of India)  

 
Short Inviting Quotation  

 
File No. F.4(64) Estate/ Misc. Civil Works/2025/677E     Date: 12-09-2025 

    
 

       Joint Director (Administration) Jaipur Invited Short Notice Inviting Quotation on behalf of Vice Chancellor, 

NIA, Jaipur Sealed Covered Envelope % Rate (Above or Below) Tender /Quotation from Empanelment firms in 

NIA for the following work :- 

 

Name of Work: Misc. Civil Works at Different Places in NIA, Jaipur.     
 

Date & Time Issuing Quotation:        Up to 12-09-2025, 03:00 PM  

Date & Time Receipt of Quotation:        Up to 18-09-2025, 03:00 PM 

Date & Time Opening Quotation:.       Up to 19-09-2025, 04:00 PM 
 

Sr. No. Description of Work Estimate Cost Time Allowed 
1. Misc Civil Works at Different Places in NIA, Jaipur.     2,72,755/- 15 Days  

 

 Conditions :- 

 The Contractor Should be registered in State Govt./Central Govt./PSU etc. and must produce along with the 

application the attached copy of registration  

 Work shall be carried out as per CPWD Specification.  

 All Materials and human recourses required shall be arranged by the firm  

 The rate quoted by agency shall be inclusive of all taxes, GST and nothing extra shall be paid on quoted rates on 

any account.  

 Work order may be terminated at any stage, if performance is not found satisfactory.  

 The time allowed is 25 days for complete from the date of issue work order  

 Tender/Quotation uploaded on institute website (www.nia.nic.in)  

 Payment should be made after bill produced by the agency.  
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Schedule of Quantity  

Name of Work : Misc. Civil Works at Different Places in NIA, Jaipur  

S. No. Work Description  Qty Unit Rate Amt in Rs. 

1 Providing and fixing cup board shutters 18 mm thick, with 
Pre-laminated flat pressed three layer particle board or graded 
wood particle board IS:  12823 marked, exterior grade (Grade 
I Type II),  having one side decorative lamination and other 
side balancing lamination, including I Ind class teak wood 
lipping of 18 mm wide x12 mm thick with necessary screws 
and bright finished stainless steel piano hinges, complete as 
per direction of the Engineer-in-Charge 

10.00 sqm 2307.35 23073.50 

2 Providing and laying Polished Granite stone flooring in 
required design and patterns, in linear as well as curvilinear 
portions of the building all complete as per the architectural 
drawings with 18 mm thick stone slab over 20 mm (average) 
thick base of cement mortar 1:4 (1  cement : 4 coarse sand) 
laid and jointed with cement slurry and pointing with white 
cement slurry admixed with pigment of matching shade 
including rubbing , curing and polishing etc. all complete as 
specified and as directed by the Engineer-in-Charge. 

        

2.1 Polished Granite stone slab of colour Black,  Cherry/Ruby 
Red or equivalent 

13.00 sqm 4481.30 58256.90 

3 P&F Polished Granite Stone in facia in required design and 
pattern as per direction of estate incharge. 

2.00 sqm 4600.00 9200.00 

4 Making Full round Molding of existing granite stone as per 
direction of estate incharge.  

13.00 meter 150.00 1950.00 

5 15 mm cement plaster on the rough side of single or half brick 
wall of mix: 

        

5.1 1:6 (1 cement: 6 fine sand) 4.00 sqm 383.00 1532.00 
6 P&F S.S. Handles in cup board shutters in central lab cabinat 

as per direction of estate incharge   
        

6.1 75 MM 16.00 Each 100.00 1600.00 
7 Removing white or colour wash by scrapping and sand  

papering and preparing the surface smooth including 
necessary repairs to scratches etc. complete 

267.00 sqm 19.75 5273.25 

8 Wall painting with premium acrylic emulsion paint of interior 
grade, having VOC (Volatile Organic Compound ) content 
less than 50 grams/ litre of approved  brand  and  
manufacture,  including  applying  additional  coats wherever 
required to achieve even shade and colour. 

        

8.1 Two coats 324.00 sqm 142.80 46267.20 
9 Providing and applying white cement based putty of average 

thickness 1 mm, of approved brand and manufacturer, over 
the plastered wall surface to prepare the surface even and 
smooth complete. 

267.00 sqm 156.05 41665.35 

10 Providing and fixing factory made P.V.C. door frame of size 
50x47 mm with a wall thickness of 5 mm, made out of 
extruded 5 mm rigid PVC foam sheet, mitred at corners and 
joined with 2 Nos of 150 mm long brackets of 15x15 mm 
M.S. square tube, the vertical door frame profiles to be 
reinforced with 19x19 mm M.S. square tube of 19 gauge, 
EPDM rubber gasket weather seal to be provided through out 
the frame. The door frame to be fixed to the wall using M.S. 
screws of 65/100 mm size, complete as per manufacturer's 
specification and direction of Engineer- in-Charge. 

15.30 metre 492.70 7538.31 
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11 Providing and fixing factory made panel PVC door shutter 
consisting of frame made out of M.S. tubes of 19 gauge 
thickness and size of 19 mm x 19 mm for styles and 15x15 
mm for top & bottom rails. M.S. frame shall have a coat of 
steel primers of approved make and manufacture. M.S. frame 
covered with 5 mm thick heat moulded PVC 'C' channel of 
size 30 mm thickness, 70 mm width out of which 50 mm shall 
be flat and 20 mm shall be tapered in 45 degree angle on both 
side forming styles and 5 mm thick, 95 mm wide PVC sheet 
out of which 75 mm shall be flat and 20 mm shall be tapered 
in 45 degree on the inner side to form top and bottom rail and 
115 mm wide PVC sheet out of which 75 mm shall be flat and 
20 mm shall be tapered on both sides to form lock rail. Top, 
bottom and lock rails shall be provided both side of the panel. 
10 mm (5 mm x 2 ) thick, 20 mm wide cross PVC sheet be 
provided as gap insert for top rail & bottom rail, paneling of 5 
mm thick both side PVC sheet to be fitted in the M.S. frame 
welded/ sealed to the styles & rails with 7 mm (5 mm+2 mm) 
thick x 15 mm wide PVC sheet beading on inner side, and 
joined together with solvent cement adhesive. An additional 5 
mm thick PVC strip of 20 mm width is to be stuck on the 
interior side of the 'C' Channel using PVC solvent adhesive 
etc. complete as per direction of Engineer-in-charge, 
manufacturer's specification & drawing. 

        

11.1 30 mm thick plain PVC door shutters 6.00 sqm 3182.95 19097.70 
12 Lettering with black Japan paint of approved brand and 

manufacture 
28.00 Each 300.00 8400.00 

13 Providing MS Table size 1.8 x .90 M with MS Legs and top 
of MS Sheet etc complete including colouring for pharmacy 
department as per direction of estate incharge  

1.00 Each 35873.00 35873.00 

14 Providing granite stone slab size 1.80 x .90 complete in 
required colour for pharmacy department at nia jaipur. 

1.62 Sqm 3412.00 5527.44 

15 "Existing name signage of 'Name' was carefully removed by 
scrapping the old surface. After removal, the surface was 
leveled and finished with putty work to ensure a smooth base. 
Subsequently, the new name was re-applied as per approved 
specifications." 

1.00 Each 7500.00 7500.00 

 (A) Total Rs.  2,72,754.65 
 Say  2,72,755.00 

 

Note: Percentage % Above/Below Should Be Quote 

 

Sd/- 

Dy. Director (Admn.) 


