National Institute of Ayurveda

Deemed to be University (de-novo)
(Ministry of AYUSH, Govt. of India)

Short Inviting Quotation

File No. Estate/ Shalya Department/2025/ 2.5 | © Date: 26-05-2025

Joint Director (Administration) Jaipur Invited Short Notice Inviting Quotation on behalf of Vice Chancellor,
NIA, Jaipur Sealed Covered Envelope % Rate (Above or Below) Tender /Quotation from experience agency for

the following work :-

Name of Work: Renovation/Alteration for Room No. 123 & One Other Room Including Finishing Work
Completed at Shallya Tantra Department, NIA, Campus.

Date & Time Issuing Tender: Up to 26-05-2025, 03:00 PM
Date & Time Receipt of Tender: Up to 02-06-2025, 03:00 PM
Date & Time Opening Tender:. Up to 03-06-2025, 03:30 PM
Sr. No. | Description of Work Estimate Cost | Time Allowed
I Renovation/Alteration for Room No. 123 & One Other Room 6,57,240/- 45 Days

Including Finishing Work Completed at Shallya Tantra
Department, NIA, Campus.

» Conditions :-

e The Contractor Should be registered in State Govt./Central Govt./PSU etc. and must produce along with the
application the attached copy of registration

e Work shall be carried out as per CPWD Specification.

All Materials and human recourses required shall be arranged by the firm

e The rate quoted by agency shall be inclusive of all taxes, GST and nothing extra shall be paid on quoted rates on
any account.

e  Work order may be terminated at any stage, if performance is not found satisfactory.

e The time allowed is 45 days for complete from the date of issue work order

¢ Tender/Quotation uploaded on institute website (wWww.nia.nic.in)

e Payment should be made after bill produced by the agency.
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Schedule of Quantity

Name of Work : Renovation/Alteration for Room No. 123 & One Other Room Including Finishing

Work Complete at Shalya Tantra Department, NIA, Campus

S. No. | Work Description Qty Unit Rate Amt in Rs.

1 Providing and fixing aluminium die cast body tubular type 3.00 each 1124.85 3375.00
universal hydraulic door closer (having brand logo with 1S,
IS : 3564, embossed on the body, door weight upto 35 kg and
door width upto 700 mm), with necessary accessories and
screws etc, complete,

2 Providing and fixing chromium plated brass handles with
necessary screws ete. complete:
2.1 125 mm 6.00 each 231.05 1386.00
3 Providing and fixing S.8. Sliding door bolt required colour or
shade, with nuts and screws ete, complete :
3 300x16 mm 3.00 each 303.25 910.00

4 Providing and fixing S.S. Hanging door stopper required
colour and shade, with necessary screws etc. complete.

4.1 Twin rubber stopper 3.00 each 72.35 217.00

5 Providing and laying Vitrified tiles in floor in diferent sizes
(thickness to be specified by the manufacturer) with water
absorption less than 0.08% and conforming to 1S:15622, of
approved brand & manufacturer, in all colours and shade, laid
on 20 mm thick cement mortar 1:4 (1 cement: 4 coarse sand)
jointing with grey cement slurry @3.3 kg/sqm including
grouting the joints with white cement and matching pigments
ete. The tiles must be cut with the zero chipping diamond
cutter only . Laying of tiles will be done with the notch
trowel, plier, wedge, clips of required thickness, leveling
system and rubber mallet for placing the tiles gently and

casily.
5.1 Double charge vitrified tile polished finish of size
5.111 Size of Tile 600 x 600 mm 54.00 sqm 1453.65 78497.00
6 Providing and fixing tiled false ceiling of specified

materials  of size 595x595 mm in true horizontal level,
suspended on inter locking metal grid of hot dipped
galvanized steel sections ( galvanized @ 120 grams/ sqm,
both side inclusive) consisting of main "T" runner with
suitably spaced joints to get required length and of size 24x38
mm made from 0.30 mm thick (minimum) sheet, spaced at
1200 mm center to center and cross "T" of size 24x25 mm
made of 0.30 mm thick (minimum) sheet, 1200 mm long
spaced between main "T" at 600 mm center to center to form
a grid of 1200x600 mm and secondary cross "T" of length 600
mm and size 24x25 mm made of 0.30 mm thick (minimum)
sheet to be interlocked at middle of the 1200x600 mm panel
to form grids of 600x600 mm and wall angle of size
24x24x0.3 mm and laying false ceiling tiles of approved
texture in the grid including, required cutting/making, opening
for services like difusers, grills, light fittings, fixtures, smoke
detectors etc. Main "T" runners to be suspended from ceiling
using Gl slotted cleats of size 27 x 37 x 25 x1.6 mm fixed to
ceiling with 12.5 mm dia and 50 mm long dash fasteners, 4
mm Gl adjustable rods with galvanised butterfly level clips of
size 85 x 30 x 0.8 mm spaced at 1200 mm center to center
along main T, bottom exposed width of 24 mm of all T-
sections shall be pre-painted with polyester paint, all complete
for all heights as per specifications, drawings and as directed
by Engineer-in-charge.
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6.1

GI Metal Ceiling Lay in plain Tegular edge Global white
color tiles of size 595x595 mm, and 0.5 mm thick with 8 mm
drop; made of G I sheet having galvanizing of 100 gms/sqm
(both sides inclusive) and electro statically polyester powder
coated of thickness 60 microns (minimum), including factory
painted after bending.

60.00

1902.00

114120.00

20 mm cement plaster of mix;

Tl

1:6(1 cement: 6 coarse sand)

150.00

sqm

466.05

69908.00

Providing and applying white cement based putty of average
thickness 1 mm, of approved brand and manufacturer, over
the plastered wall surface to prepare the surface even and
smooth complete.

150.00

sqm

156.05

23408.00

Wall painting with acrylic emulsion paint, having VOC
(Volatile Organic Compound ) content less than 50 grams/
litre, of approved brand and manufacture, including applying
additional coats wherever required, to achieve even shade and
colour.

9.1

Two coats

400.00

137.45

54980.00

10

Removing dry or oil bound distemper, water proofing cement
paint and the like by scrapping, sand papering and preparing
the surface smooth including necessary repairs to scratches
etc. complete.

275.00

sqm

25.15

6916.00

11

Repairs to plaster of thickness 12 mm to 20 mm in patches of
area 2.5 sq.meters and under, including cutting the patch in
proper shape, raking out joints and preparing and plastering
the surface of the walls complete, including disposal of
rubbish to the dumping ground, all complete as per direction
of Engineer-in-Charge.

11.1

With cement mortar 1:4 (1cement: 4 coarse sand)

45.00

sqm

560.50

25223.00

12

Dismantling old plaster or skirting/Tile work raking out joints
and cleaning the surface for plaster including disposal of
rubbish to the dumping ground within 50 metres lead.

75.00

sqm

54.65

4099.00

Disposal of building rubbish / malba / similar unserviceable,
dismantled or waste materials by mechanical means, including
loading, transporting, unloading to approved municipal
dumping ground or as approved by Engineer-in-charge,
beyond 50 m initial lead, for all leads including all lifis
involved.

25.00

cum

263.95

6599.00

Providing and fixing aluminium work for doors, windows,
ventilators and partitions with extruded built up standard
tubular sections/ appropriate Z sections and other sections of
approved make conforming to IS: 733 and IS: 1285, fixing
with dash fasteners of required dia and size, including
necessary filling up the gaps at junctions, i.e. at top, bottom
and sides with required EPDM rubber/ neoprene gasket etc.
Aluminium sections shall be smooth, rust free, straight, mitred
and jointed mechanically wherever required including cleat
angle, Aluminium snap beading for glazing / panelling, C.P.
brass / stainless steel screws, all complete as per architectural
drawings and the directions ol Engineer-in-charge. (Glazing,
paneling and dash fasteners to be paid for separately) :

14.1

For fixed portion

15

Powder coated aluminium (minimum thickness of
powder coating 50 micron)

60.00

ke

530.90

31854.00

For shutters of doors, windows & ventilators including
providing and fixing hinges/ pivots and making provision for
fixing of fittings wherever required including the cost of
EPDM rubber / neoprene gasket required (Fittings shall be
paid for separately)

16.1

Powder coated aluminium (minimum thickness of
powder coating 50 micron)

200.00

kg

634.45

126890.00
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Providing and fixing 12 mm thick prelaminated particle board
flat pressed three layer or graded wood particle board
conforming to [S: 12823 Grade | Type I, in panelling fixed in
aluminum doors, windows shutters and partition frames with
C.P, brass / stainless steel screws etc. complete as per
architectural drawings and directions of engineer-in-charge.

Pre-laminated particle board with decorative lamination on
both sides

45.00

sqm

1115.40

50193.00

Providing and fixing glazing in aluminium door, window,
ventilator shutters and partitions etc. with EPDM rubber /
neoprene gasket etc. complete as per the architectural
drawings and the directions of engineer-in-charge . (Cost of
aluminium snap beading shall be paid in basic item):

With float glass panes of 5 mm thickness (weight not less than
12.50 kg/sqm)

10.00

1505.25

15053.00

Providing and fixing double action hydraulic floor spring of
approved brand and manufacture conforming to IS : 6315,
having brand logo embossed on the body / plate with double
spring mechanism and door weight upto 125 kg, for doors,
including cost of cutting floors, embedding in floors as
required and making good the same matching to the existing
floor finishing and cover plates with brass pivot and single
piece M.S. sheet outer box with slide plate etc. complete as
per the direction of Engineer- in-charge.

19.1

With brass cover plate minimum 1.25 mm thickness

3.00

each

2966.10

8898.00

20

Providing wood work in frames of doors, windows, clerestory
windows and other frames, wrought framed and fixed in
position with hold fast lugs or with dash fasteners of required
dia & length (hold fast lugs or dash fastener shall be paid for
separately).

20.1

Sal wood

0.156

cum

116520.3

18177.1668

21

Providing and fixing ISI marked flush door shutters
conforming to IS : 2202 (Part I) decorative type, core of
block board construction with frame of 1st class hard wood
and well matched teak 3 ply veneering with vertical grains or
cross bands and face veneers on both faces of shutters.

211

35 mm thick including ISI marked Stainless Steel butt hinges
with necessary screws

sqm

3473.85

14590.17

Extra for providing lipping with 2nd class teak wood battens
25 mm minimum depth on all edges of flush door shutters
(over all area of door shutter to be measured).

4.2

sqm

462.35

1941.87

(A) Total Rs.

657235.21

Say

657240.00

Note : Percentage % Above/Below Should Be Quote
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