
National Institute of Ayurveda  
Deemed to be University (de-novo) 

(Ministry of AYUSH, Govt. of India)  

 
Short Inviting Quotation  

 
File No. F.7(25)/Estate/2025/370       Date: 10-12-2025 

    
 

       National Institute of Ayurveda, Deemed to be University (De-Novo) Jaipur Invited Short Notice Inviting 

Quotation on behalf of Vice Chancellor, NIA, Jaipur Sealed Covered Envelope % Rate (Above or Below) Tender 

/Quotation from Empanelment firms in NIA for the following work :- 

 

Name of Work:   Repairing & Renovation work New Medicine Distribution Room Near (Laddha Gate) at NIA, 
Jaipur. 

 

Date & Time Issuing Quotation:       Up to 11-12-2025, 03:00 PM  

Date & Time Receipt of Quotation:        Up to 18-12-2025, 03:00 PM 

Date & Time Opening Quotation:.       Up to 18-12-2025, 04:30 PM 
 

Sr. No. Description of Work Estimate Cost Time Allowed 
1. Repairing & Renovation work New Medicine Distribution 

Room Near (Laddha Gate) at NIA, Jaipur. 
5,04,232/- 30 Days  

 

 Conditions :- 

 The Contractor Should be registered in State Govt./Central Govt./PSU etc. and must produce along with the 

application the attached copy of registration.  

 Work shall be carried out as per CPWD Specification.  

 All Materials and human recourses required shall be arranged by the firm  

 The rate quoted by agency shall be inclusive of all taxes, GST and nothing extra shall be paid on quoted rates on 

any account.  

 Work order may be terminated at any stage, if performance is not found satisfactory.  

 The time allowed is 30 days for complete from the date of issue work order  

 Tender/Quotation uploaded on institute website (www.nia.nic.in)  

 Payment should be made after bill produced by the agency.  

 

              Cont... Page 2 

   

 



     Page no. 2 

Schedule of Quantity 

Name of Work : Repairing & Renovation work New Medicine Distribution Room Near (Laddha 

Gate) at NIA, Jaipur. 
 

S. No. Work Description  Qty Unit Rate Amt in Rs. 

1 Providing and laying cement concrete in retaining walls, 
return walls, walls (any thickness)  including  attached  
pilasters,  columns,  piers, abutments, pillars, posts, 
struts, buttresses, string or lacing courses, parapets, 
coping, bed blocks, anchor blocks, plain window sills, 
fillets, sunken floor etc., up to floor five level, excluding 
the cost of centering, shuttering and finishing: 

        

1.1 1:5:10 (1 cement : 5 coarse sand (zone-Ill) derived from 
natural  sources :  10  graded  stone  aggregate  40  mm 
nominal size derived from natural sources). 

01 cum 8519.2 8519.20 

2 Brick work with common burnt clay F.P.S. (non 
modular) bricks of class designation 7.5 in foundation 
and plinth in: 

      

2.1 Cement mortar 1:4(1 cement :4 coarse sand) 1.50 cum 7370.65 11055.98 
3 Providing and fixing factory made Fiberglass 

Reinforced plastics (F.R.P.) chajja 4 mm thick of 
required colour, size and design made by Resin Transfer 
Moulding  (RTM) Machine Technology,  resulting  in 
void free compact laminate in single piece, having 
smooth gradual slope curvature for easy drainage of 
water and duly reinforced by 2 nos vertically and 1 nos 
horizontally 50x2 mm thick M.S. flat with 12 mm in 
built hole for grouting on the existing wall along with 
the 50 mm flanges duly inserted and sealed in the wall 
complete in one single piece casted monolithically, 
including all necessary fittings . The FRP Chajja should 
be manufactured using unsaturated Polyester resin as per 
IS: 6746, duly reinforced with fibre glass chopped 
strand mat (CSM) as per IS: 11551 complete with 
protective Gel coat U/V coating on Top for complete 
resistance from the extreme of temperature, weather & 
sunlight (Only plan area of chajjas shall be measured for 
making payment). 

12.57 sqm 5207.45 65457.65 

4 Providing and fixing stainless steel ( Grade 304) railing 
made of Hollow tubes, channels, plates etc., including 
welding, grinding, 2 oncret, polishing and  making  
curvature  (wherever required)  and  fitting  the  same 
with necessary stainless steel nuts and bolts complete, 
i/c fixing the railing with necessary accessories & 
stainless steel dash fasteners , stainless steel bolts etc., of 
required size, on the top of the floor or the side of waist 
slab with suitable arrangement as per approval of 
Engineer-in-charge, (for payment purpose only weight 
of stainless steel members shall be considered excluding 
fixing accessories such as nuts, bolts, fasteners etc.). 

50 kg 772.4 38620.00 

5 Providing and fixing on wall face unplasticised – PVC 
moulded fittings/ accessories for unplasticised Rigid 
PVC rain water pipes conforming to IS : 13592 Type A, 
including jointing with seal ring conforming to IS :5382, 
leaving 10 mm gap for thermal expansion. 

        

  



5.1 Coupler         
5.1.1 110 mm 06 each 136.15 816.90 
5.1.2 Bend 87.5°       

5.1.2.1 110 mm bend 04 each 150.35 601.40 
6 Providing and fixing unplasticised –PVC pipe clips of 

approved design to unplasticised – PVC rain water pipes 
by means of 50x50x50 mm hard wood plugs, screwed 
with M.S. screws of required length, including cutting 
brick work and fixing in cement mortar 1:4 (1 cement : 
4 coarse sand) and making good the wall etc. complete. 

      

6.1 110 mm 30 each 371.3 11139.00 
7 Painting with synthetic enamel paint of approved brand 

and manufacture to give an even shade : 
      

7.1 Two or more coats on new work 148 sqm 155.9 23073.20 
8 Distempering with 1st quality acrylic distemper (ready 

mixed) having VOC (Volatile Organic Compound ) 
content less than 50 gram/ litre, of approved brand and  
manufacturer    including applying additional coats 
wherever required to achieve even shade and colour 

      

8.1 Old work (one or more coats) 135 sqm 62.7 8464.50 
9 Providing and fixing double scaffolding system (cup 

lock type) on the exterior side, up to seven story height 
made with 40 mm dia M.S. tube 1.5 m centre to centre, 
horizontal & vertical tubes joining with cup & lock 
system with M.S. tubes, M.S. tube challies, M.S. clamps 
and M.S. staircase system in the scaffolding for working 
platform etc. and maintaining it in a serviceable 
condition for the required duration as approved and 
removing it there after. The scaffolding system shall be 
stiffened with bracings, runners, connection with the 
building etc wherever required for inspection of work at 
required locations with essential safety features for the 
workmen etc. complete as per directions and approval of 
Engineer-in-charge. The elevational area of the 
scaffolding shall be measured for payment purpose. The 
payment will be made once irrespective of duration of 
scaffolding.  Note: - This item to be used for 
maintenance work judicially, necessary deduction for 
scaffolding in the existing item to be done. 

344.60 sqm 338.25 116560.95 

10 Taking out existing CC interlocking paver blocks from 
footpath/ central verge, including removal of rubbish 
etc., disposal of unserviceable material to the dumping 
ground, for which payment shall be made separately and 
stacking of serviceable material within 50 metre lead as 
per direction of Engineer-in-Charge. 

81.30 sqm 131.75 10711.28 

11 Laying old cement 3oncrete interlocking paver blocks of 
any design/ shape laid in required line, level, curvature, 
colour and pattern over and including 50 mm thick 
compacted bed of coarse sand, filling the joints with fine 
sand etc. all complete as per the direction of Engineer-
in-charge. (Old CC paver blocks shall be supplied by the 
department free of cost). 

81.30 sqm 402.95 32759.84 

12 Providing and laying gang saw cut 30 mm thick, mirror 
polished pre moulded and pre polished machine cut 
granite stone of required size and shape of approved 
shade, colour and texture in footpath, flooring in road 
side plazas and similar locations, laid over 20 mm thick 
base of cement mortar 1:4 (1 cement : 4 coarse sand) 
including grouting the joints with white cement mixed 
with matching pigment, epoxy touch ups etc. complete 
as per direction of Engineer-in-Charge. 

      

12.1 With granite stone of all colour except black, 
cherry/ruby red of area less than 0.50 sqm. 

6.50 sqm 5272.05 34268.33 

  



 

13 Removing, Scrapping Places and extra cement mortar 
for external walls including disposal of malba as per 
direction of estate-in-charge.  

1130 sqm 52 58760.00 

14 Clearing jungle  including  uprooting  of rank 
vegetation,  grass,  brush wood, trees and saplings of 
girth up to 30 cm measured at a height of 1 m above 
ground level and removal of rubbish up to a distance of 
50 m outside the periphery of the area cleared. Including 
Disposal of Malba with loading unloading and all leads 
as per direction of Estate In-Charge.  

1580 sqm 52.8 83424.00 

 Total Rs.  504232.00 
 

Note: The Contractor has to quote his rates in % above or below on estimated cost i.e. on Rs.5, 04,232.00 

 

 

Sd/- 

Joint Director (Admn) 


